
Ridgeline Bump Caps
HP40 Series
SPECIAL FEATURES

- Shell constructed from lightweight, HDPE plastic
- All new air holes designs on both sides of cap for great ventilation
- Provides protection for low-risk work environments such as Automotive Repair, Utility

Meter Reading, Food & Beverage Processing, Fruit Harvesting, Pest Control, etc.
- 4 point standard suspension is easy to adjust
- Use only to protect from minor bumps and scalp lacerations.
- Adjustable suspension allows users to adjust suspension length to accommodate

different head sizes.
- Available in white, black, gray, red, yellow, green, orange, blue

GENERAL SPECIFICATIONS
- General Dimensions:27.5cm x 19.5 cm x 14 cm
- Shell Thickness:1.35 ~ 2.15mm
- Weight: 215 g

COMPONENT MATERIAL FEATURES
Shell High Density PE Lightweight and durable
Suspension High Density PE Adjustable with sweat

band. Easy to install and
adjust to fit different head
sizes.

Sweat Band Fabric and PU Foam

REMARKS
Pyramex Bump Cap is NOT designed to meet the ANSI Z89.1 –1997 class C, G, & E standards
for Industrial Head Protection.   Use only to protect from minor bumps and scalp lacerations.

PACKAGING
1 pc in a polybag; 64 pcs in a case


